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DESCRIPTION 
 
PRODUCT COVERED:  
 
USR, CNR Component, Appliance Switches: Mechanical rotary switch type  
 
The devices covered by this Report is a rotary type switch for use in Class 
II Appliances. 
 
This device is functional selector switch from 2 to 14 positions. See Final 
rating List – in preparation - for below Table: 
 
 

Model Load Amp Volt Hz 
Temp. 
[°C] 

Pol/ 
Thr/ 
(Cir) 

Endurance 

IP DIS SPCA Ed 
30°C 55°C 

CH Series GP 18 250 50 125/55 
2/M 
(1.2) -- 10K 00 Full -- 2017 

CH Series RM 16(8) 250 50 125/55 
2/M 
(1.2) -- 10K 00 Full -- 2017 

CH series HP 3/4 125 50 125/55 
2/M 
(1.2) -- 10K 00 Full -- 2009 

 
EXPLANATION OF COLUMN HEADINGS  
 
Model - Cat. No. – Identifier used by the manufacturer for a specific switch 
Model or Catalog number. f/b – followed by, ww/o - With or without,  
 
Load - identify the load according the Testing. R= resistive, RM= resistive 
and motor, RC= resistive and capacitive, L=tungsten lamp load, Spc= specific 
load, 
mA =load below 20mA, SpcL, SpcT = specific lamp load such as US L or T, I= 
inductive, SpcM= specific motor rating,  TV= television, GP= general purpose, 
GPM= general purpose and motor, GPhp= general purpose and horse power. 
 
Amps – the steady state amp value of the switch.  Per pole value may be 
marked “PP” and is verified by the circuit connection.  
 
Volt – the Voltage (RMS) value.  
 
Hz – the Frequency or range such as (50-60). 
 
Temp – The declared operating temperature of the switch. 
 
Pol/Thr/Cir – The number of Poles (Pol) and Throws (Thr) represented by the 
switch construction (where “M” indicates multiple poles (more than 2). The 
circuit (Cir) is identified by a code explained in the standard and appendix 
pages (Table 2 of 61058-1). 
 
IP – Degree of protection against ingress of solid objects and dust, and 
harmful ingress of water. 


