CERTIFICATE OF PRODUCT CERTIFICATION

CERTIFICATE NO.: CQC15002123227 Valid from: Jul.22,2024
Valid until:Sep.26,2027

NAME AND REGISTERED EVEREL GROUP S.P.A. SOCIETA' BENEFIT
ADDRESS OF THE APPLICANT  Via Cavour 9 37067 VALEGGIO SUL MINCIO (VR), Italy

NAME AND REGISTERED EVEREL GROUP S.P.A. SOCIETA' BENEFIT
ADDRESS OF THE Via Cavour 9 37067 VALEGGIO SUL MINCIO (VR), Italy
MANUFACTURER

NAME AND LOCATION EVEREL ROMANIA SRL
OF THE FACTORY Loc.Lipova Str.TIMISORII,Nr.109 315400 Arad, ROMANIA

PRODUCT NAME, MODEL Switch for Appliances
AND SPECIFICATION Al, A2, A4 ( Details see Appendix ) T125/55, T125 IP40 Heat resistance 850°C PTI250 Solder
terminals or tab terminals Pollution Degree 3

THE STANDARDS AND GB/T 15092.1-2020;GB/T 15092.101-2020
TECHNICAL REQUIREMENTS
FOR THE PRODUCTS

TYPE OF CERTIFICATION Type Testing of Product + Initial Factory Inspection + Follow up Factory Inspection
SCHEMES

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC11-462124-2009.
Date of original issued: May.12,2015

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date.

The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn
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This certificate and attachments shall be used at the same time, and the verification instructions can be found in the main certificate.

Description of the switches Series A1
Ratings Pattern Cycles Descriptions

3(1)A 250V~ 1223 1E4 | Bistable: 1/1+1 or momentary: 1NO/1NC/ANO+1NC.
1(0.5)A 250V~ M 5E4 Standard or "lluminated”. without contact pads.

6(2)A 250V~ 1223 1E4 | Momentary: 1NO/ANC/1NO+1NC.Standard.
3(1)A 250V~ SRS 5E4 Contact pads only on movable contact.

10(4)A 250V~ 1E4 )
6(6) A 250V~ 12 23 1E4 Bistable: 1/1+1. Standard or "illuminated”. Contact

pads only on movable contact.
6(4)A 250V~ 5E4

10(2)A 250V~ 1223 1E4 | Momentary: 1INO/ANC/1NO+1NC. Standard.
6/1)A 250V~ R 5E4 | Contact pads on fixed and movable contact.

13(4)A 250V~ 1223 1E4 | Bistable: 1/1+1. Standard or "illuminated”. Contact
6(6)A 250V~ Sl 5E4 | pads on fixed and movable contact.

10(2)A 250V~ 33 1E4 | Tristable: 1+1. Standard or "illuminated”. Contact
6(1)A 250V~ ) 5E4 | pads on fixed and movable contact.

13(4)A 250V~ 33 1E4 | Tristable: 1+1. Standard or "illuminated”. Contact
6(6)A 250V~ > 5E4 | pads on fixed and movable contact.
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This certificate and attachments shall be used at the same time, and the verification instructions can be found in the main certificate.

Description of the switches Series A2
Ratings Pattern Cycles Descriptions

3(1)A 250V~ 212 2x2.3 1E4 | Bistable: 1/1+1 or momentary: 1NO/INC/INO+1INC.
1(0,5)A 250V~ b e 5E4 | Standard or “illuminated”. without contact pads.

6(2)A 250V~ 212 2x2.3 1E4 | Momentary: INO/INC/1NO+1NC Standard.
3(1)A 250V~ Nl : 5E4 | Contact pads only on movable contact.

10(4)A 250V~ 1E4 | e
6(6) A 250V~ 2x1.2. 2x2.3 1E4 Bistable: 1/1+1. Standard or "illuminated”. Contact

pads only on movable contact.
6(4)A 250V~ 5E4

10(2)A 250V~ 1E4 | Momentary: 1INO/MNC/ANO+1NC. Standard.

6/1)A 250V~ 2x1.2,2x2.3 5E4 Contact pads on fixed and movable contact.

13(4)A 250V~ 2x1.2 2x2.3 1E4 | Bistable: 1/1+1. Standard or "illuminated”. Contact
6(6)A 250V~ i : 5E4 | pads on fixed and movable contact.

10(2)A 250V~ 2%3.3 1E4 | Tristable: 1+1. Standard or “illuminated®. Contact
6(1)A 250V~ > 5E4 pads on fixed and movable contact.

13(4)A 250V~ 2x3.3 1E4 | Tristable: 1+1. Standard or “illuminated”. Conlact
6(6)A 250V~ = 5E4 | pads on fixed and movable contact.
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This certificate and attachments shall be used at the same time, and the verification instructions can be found in the main certificate.

Description of the switches Series A4

Ratings Pattern Cycles Descriptions

3(1)A 250V~ 1E4 | Bistable: 1/1+1 or momentary: TNO/INC/{NO+1NC.

1(0.5)A 250V~ 13,25 5E4 | Standard or "illuminated”. without contact pads.

6(2)A 250V~ 1325 1E4 | Momentary: 1NO/MNC/INO+1NC. Standard.
3(1)A 250V~ .l 5E4 Contact pads only on movable contact.

10(4)A 250V~ 1E4
6(6)A 250V~ 13,25 1E4
6(4)A 250V~ 5E4

Bistable: 1. Standard or "lHluminated”. Contact pads
BA 400V~ 1.3 1E4 only on movable contact.

Bistable: 1/1+1. Standard or "lluminated”. Contact
pads only on movable contact.

SE4 Bistable: 1. Standard or "illuminated”. Contact pads on

8(8)A 250V~ 1.3 fixed and movable contacl.

10(2)A 250V~ 1E4 | Tristable: 1+1 or momentary: INO/INC/NO+1NC.
6/1)A 250V~ S5E4 Standard. Contact pads on fixed and movable contact.

13(4)A 250V~ 1E4 | Bistable: 1/1+1. Standard or "llluminated”. Contact
6(6)A 250V~ 5E4 pads on fixed and movable contact.

10(2)A 250V~ 1E4 | Tristable: 1+1. Standard or "iluminated”. Contact pads
6(1)A 250V~ ' 5E4 on fixed and movable contact.

13(4)A 250V~ 1E4 | Tristable: 1+1. Standard or "illuminated”. Contact pads
5[4}A 250V~ 5 5E4 on fixed and movable contact.
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